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istruzioni di montaggio diffusore cubo per esterni - outdoor cube mounting instructions

Collegare i cavi provenienti dall’amplifi-
catore con quelli del diffusore acustico, 
assicurandosi di rispettare la polarità e 
che il collegamento sia ben isolato.
Connect the cables coming from the 
amplifier to those leading to the speaker. 
Be sure to match the polarity and that the 
connection is properly isolated.
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Posizionare il diffusore acustico sopra 
la piastra bloccandolo con i 4 grani in 
dotazione avvitandoli negli appositi fori 
laterali.
Position the speaker on the plate and lock 
it into place by inserting the 4 supplied 
screws into the dedicated side holes and 
by tightening them.

3

Fissare la piastra in acciaio inox al pavi-
mento utilizzando appositi tasselli.

Fix the stainless steel plate to the floor by 
using the dedicated screw anchors.
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istruzioni di montaggio diffusore cilindro per esterni - outdoor cylinder mounting instructions

Collegare i cavi provenienti dall’amplifi-
catore con quelli del diffusore acustico, 
assicurandosi di rispettare la polarità e 
che il collegamento sia ben isolato.
Connect the cables coming from the 
amplifier to those leading to the speaker. 
Be sure to match the polarity and that the 
connection is properly isolated.
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Posizionare il diffusore acustico sopra 
la piastra bloccandolo con i 3 grani in 
dotazione avvitandoli negli appositi fori 
laterali.
Position the speaker on the plate and lock 
it into place by inserting the 3 supplied 
screws into the dedicated side holes and 
by tightening them.

3

Fissare la piastra in acciaio inox al pavi-
mento utilizzando appositi tasselli.

Fix the stainless steel plate to the floor by 
using the dedicated screw anchors.
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cubo e cilindro per esterni - outdoor cube and cylinder

Front view Front view

Loudspeaker view Loudspeaker view

Rifiniture
Finishes 8 ohm 100 V 8 ohm 100 V

Verde
Green SA113V SA114V SN113V SN114V

Grigio
Gray

SA113Y SA114Y SN113Y SN114Y

Bianco RAL 9016
White

SA113B SA114B SN113B SN114B

Effetto corten (su richiesta)
Corten effect (on request) SA113Z SA114Z SN113Z SN114Z

Laccato in tutti i colori RAL (su richiesta)
Lacquered in all RAL colours (on request)

SA113C SA114C SN113C SN114C

Tipo
Type

bass reflex
bass reflex

bass reflex
bass reflex

Altoparlante
Loudspeaker

Full-range cono in polipropilene, cestello in ABS
Full-range, treated cone, ABS basket

Full-range cono in polipropilene, cestello in ABS
Full-range, treated cone, ABS basket

Altoparlante
Loudspeaker Ø (cm)

13,0 13,0

Potenza RMS
Power RMS (W)

50 50

Potenza Massima
Max Power (W)

100 100

Risp. in frequenza
Frequency response (Hz)

48 - 20K 50 - 20K

Sensibilità
Sensitivity dB (1W/1m)

94 94

Impedenza nominale
Nominal impedance (Ω)

8 8

Dimensioni
Dimensions H x W x D (cm)

28,0 x 28,0 x 28,0 28,0 x 28,0 x 28,0

Peso
Weight (Kg)

8,8 8,0

Kit fissaggio a terra
Ground fixing kit

Codice - Code HRX030 HRX030


