COMMERCIAL

RESIDENTIAL
LS15SUB In-Ground Subwoofer
SLS High Output is the perfect solution for large spaces requiring very high
volume and even sound levels such as residential estates, resort gardens, or
indoor installations including bars and clubs with vaulted ceilings. This state-ofthe-art subwoofer is designed for playback volumes from background music to
rock concert levels and is made of weatherproof materials that can withstand any
extreme environment.

LS15SUB

15” Single Stereo, High Output Underground Subwoofer
Features:
Low Frequency:

15” (381mm) driver provides powerful, 		
authoritative bass.
Polypropylene cone with Santoprene® rubber
surround for maximum longevity and powerful
bass performance.
2.5” (63.5mm) high temperature Kapton® voice
13.890
coil former and high temperature wire
for 		
(352.8mm)
enhanced power handling and reliability.

Enclosure:

½” (12.7mm) high density polyethylene
(HDPE) band-pass design is chemically and
acoustically inert for a long service life with 		
maximum bass definition and punch.
Highly-durable black textured paint finish
for longevity.

Canopy:

Powder-coated aluminum provides a long
service life without chipping, cracking or the 		
need for ‘touch-ups’.
17.717

Hardware:

Marine grade

(450mm)

7.012
178mm

Dual, high efficiency 200-watt toroidal
transformer inputs combine maximum output
with low signal loss.

25.998
(660.4mm)

70v Transformer:

31.781
(807.25mm)

14.947
(379.7mm)

23.780
(604mm)

Specifications:

Frequency Response:

22Hz – 70Hz ±3dB

Power Required:

400 watts, (200 watts per channel)

Max SPL:

117dB @ 1 meter with 200 watts per channel
stereo input

Enclosure Material:

1/2” (HDPE) Non-corrosive sealed enclosure

Crossover:

100Hz

Available Finishes:

Black enclosure, dark brown textured canopy

Dimensions:

Woofer Enclosure 22.64” L x 17.83” Dia (575mm x 453mm)
Canopy 13.9” Dia x 7” H (353mm x 178mm)

Shipping Weight:

96.1 lbs (43.6 kg)

Listening Area:

360˚ hemispherical

Kapton is a registered trademark of DuPont.
Santoprene is a registered trademark of Advanced Elastomer Systems.

13.890
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15” (381mm) polypropylene cone with
Santoprene rubber surround

25.998
(660.4mm)

Woofer:

17.717
(450mm)

14.947
(379.7m
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Wiring Diagram 70V
Crown CDi Series Amplifier
LS87SATs & LS15SUB

Left

Configuration: 4 SATs to 1 SUB

Right

Left and Right

Note: The subwoofer can
be connected at any point
in the daisy chain.
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